




Pre-Engineered Terminal Products

MODEL HT OPEN BOTTOM LBS.
DEPTH WIDTH

100H-HDC-03 3’ 24” 21” 17
100H-HDC-04 4’ 31” 22” 21
100H-HDC-05 5’ 37” 23” 26
100H-HDC-06 6’ 42” 25” 31
100H-HDC-07 7’ 49” 26” 37
100H-HDC-08 8’ 55” 28” 41
100H-HDC-09 9’ 60” 29” 45
100H-HDC-10 10’ 66” 31” 51
100H-HDC-11 11’ 73” 32” 55
100H-HDC-12 12’ 79” 33” 60

MODEL PLAT. TOTAL OPEN BOTTOM LBS.
HT HT DEPTH WIDTH

400H-HDC-03 3’ 5’ 37” 23” 25
400H-HDC-04 4’ 6’ 42” 25” 30
400H-HDC-05 5’ 7’ 49” 26” 35
400H-HDC-06 6’ 8’ 55” 28” 40
400H-HDC-07 7’ 9’ 60” 29” 45
400H-HDC-08 8’ 10’ 66” 31” 49
400H-HDC-09 9’ 11’ 73” 32” 54
400H-HDC-10 10’ 12’ 79” 33” 59

MODEL HT OPEN BOTTOM LBS.
DEPTH WIDTH

F900H-HDC-04 4’ 38” 22” 23
F900H-HDC-05 5’ 45” 23” 28
F900H-HDC-06 6’ 53” 25” 34
F900H-HDC-07 7’ 60” 26” 39
F900H-HDC-08 8’ 68” 28” 45
F900H-HDC-09 9’ 75” 29” 51
F900H-HDC-10 10’ 82” 31” 57
F900H-HDC-11 11’ 90” 32” 63
F900H-HDC-12 12’ 97” 33” 70

• Tool holes in top for
added convenience.

Extra 
Heavy-Duty
Stepladders

Extra Heavy-Duty 
Platform Ladders

Extra Heavy-Duty
Double-Fronted

Stepladders

• Tool holes in top for
added convenience.

• Large 14" x 17" embossed
platform helps provide a
comfortable, slip-resistant
work surface on which to
stand.

Standard
Features

Exceeds OSHA

requirements.

Manufactured of

marine grade

aluminum alloy for

maximum strength.

4" deep slip-resistant

ribbed steps for a

more comfortable

work surface.

Large 1-1/2" wide

aluminum angle feet

with thick rubber

tread.

All components are

field repairable

which increases

ladder life cycle and

reduces costs.

MODEL HEIGHT OPEN BOTTOM LBS.
DEPTH WIDTH 

F900H-03 3’ 31” 21” 18
F900H-04 4’ 38” 22” 23
F900H-05 5’ 45” 23” 28
F900H-06 6’ 53” 25” 34
F900H-07 7’ 60” 26” 39
F900H-08 8’ 68” 28” 45
F900H-09 9’ 75” 29” 51
F900H-10 10’ 82” 31” 57
F900H-11 11’ 90” 32” 63
F900H-12 12’ 97” 33” 70
F900H-13 13’ 105” 35” 74
F900H-14 14’ 112” 36” 79
F900H-15 15’ 120” 38” 84
F900H-16 16’ 127” 39” 89

MODEL PLAT. TOTAL OPEN BOTTOM LBS.
HT HT DEPTH WIDTH

400H-02 2’ 4’ 31” 22” 20
400H-03 3’ 5’ 37” 23” 24
400H-04 4’ 6’ 42” 25” 29
400H-05 5’ 7’ 49” 26” 34
400H-06 6’ 8’ 55” 28” 38
400H-07 7’ 9’ 60” 29” 43
400H-08 8’ 10’ 66” 31” 47
400H-09 9’ 11’ 73” 32” 51
400H-10 10’ 12’ 79” 33” 56
400H-11 11’ 13’ 82” 35” 64
400H-12 12’ 14’ 89” 36” 71
400H-13 13’ 15’ 94” 38” 82
400H-14 14’ 16’ 99” 39” 83
400H-15 15’ 17’ 105” 41” 88
400H-16 16’ 18’ 111” 42” 95
400H-17 17’ 19’ 117” 44” 100
400H-18 18’ 20’ 122” 45” 107

MODEL HEIGHT OPEN BOTTOM LBS.
DEPTH WIDTH 

100H-03 3’ 24” 21” 16
100H-04 4’ 31” 22” 20
100H-05 5’ 37” 23” 25
100H-06 6’ 42” 25” 29
100H-07 7’ 49” 26” 34
100H-08 8’ 55” 28” 38
100H-09 9’ 60” 29” 42
100H-10 10’ 66” 31” 47
100H-11 11’ 73” 32” 51
100H-12 12’ 79” 33” 56
100H-13 13’ 82” 35” 60
100H-14 14’ 89” 36” 65
100H-15 15’ 94” 38” 70
100H-16 16’ 99” 39” 75
100H-17 17’ 108” 41” 86
100H-18 18’ 111” 42” 92
100H-19 19’ 117” 44” 96
100H-20 20’ 122” 45” 101

500 lbs. Capacity

300 lbs. Capacity

Also available in

Fiberglass

1-866 -433 -0027
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MODEL UNEXTENDED EXTENDED WIDTH LBS

IND-A-020-16 8’ 5” 13’ 5” 22 1/4” 58
IND-A-020-20 10’ 5” 17’ 5” 22 1/4” 70
IND-A-020-24 12’ 5” 21’ 5” 22 1/4” 92
IND-A-020-28 14’ 5” 25’ 5” 22 1/4” 105
IND-A-020-32 16’ 5” 29’ 5” 22 1/4” 120
IND-A-020-36 18’ 5” 33’ 5” 22 1/4” 128
IND-A-020-40 20’ 5” 37’ 5” 22 1/4” 144

MODEL LENGTH WIDTH LBS

IND-A-010-08 8’ 19 1/16” 22
IND-A-010-10 10’ 19 1/16” 28
IND-A-010-12 12’ 19 1/16” 34
IND-A-010-14 14’ 19 1/16” 41
IND-A-010-16 16’ 19 1/16” 47
IND-A-010-18 18’ 19 1/16” 53
IND-A-010-20 20’ 19 1/16” 60

IND-A   Single Aluminum Ladders

• Certified and tested to a 500 lb. load capacity.
• Manufactured of marine grade aluminum alloy for maximum

strength.
• Truss style side rails improve rigidity and reduce rocking.
• 11/4” O.D. slip-resistant serrated aluminum rungs.
• Bottom rung and side rail gussets reduce rocking and

increase rail support at foot assembly for added durability. 
• Large aluminum swivel safety shoes with thick rubber treads

may be used in either tread or spike down position for
improved traction in many environments.

• All components are field repairable which increases ladder
life cycle and reduces costs.

IND-A   Aluminum Extension Ladders

• Certified and tested to a 500 lb. load capacity.
• Manufactured of marine grade aluminum alloy for maximum

strength.
• Truss style side rails improve rigidity and reduce rocking.
• 11/4” O.D. slip-resistant serrated aluminum rungs.
• Bottom rung and side rail gussets reduce rocking and

increase rail support at foot assembly for added durability.
• Oversized 21/4”  pulley and 1/2” poly rope allow for easy

operation.
• Large aluminum swivel safety shoes with thick rubber treads

may be used in either tread or spike down position for
improved traction in many environments.

• All components are field repairable which increases ladder
life cycle and reduces costs.

Equipment for Demanding Applications

www.CoreTermina lProduc ts . com

Also available in

Fiberglass

18



19

Rope Handrails Aluminum Handrails

MODEL LENGTH WIDTH PRICE MODEL LENGTH WIDTH PRICE

SGW-08 8’ 24” $1,648 SGW-08-1 8’ 24” $1,832
SGW-12 12’ 24” $1,814 SGW-12-1 12’ 24” $2,084
SGW-16 16’ 24” $2,069 SGW-16-1 16’ 24” $2,438
SGW-18 18’ 24” $2,120 SGW-18-1 18’ 24” $2,598
SGW-20 20’ 24” $2,333 SGW-20-1 20’ 24” $2,793
SGW-24 24’ 24” $2,608 SGW-24-1 24’ 24” $3,160
SGW-28 28’ 24” $3,114 SGW-28-1 28’ 24” $3,762
SGW-30 30’ 24” $3,326 SGW-30-1 30’ 24” $4,018
SGW-32 32’ 24” $3,498 SGW-32-1 32’ 24” $4,236
SGW-36 36’ 24” $3,921 SGW-36-1 36’ 24” $4,752
SGW-40 40’ 24” $4,364 SGW-40-1 40’ 24” $5,285

SG   Marine Gangways

• Alco-Lite's heavy-duty marine gangways are designed
and manufactured to meet the most demanding
applications. 

SGT

• Alco-Lite's marine gangways 
are designed and manufactured to 
meet the most demanding application. 

Features

• Distributed load capacity of 750 lbs.

• Available in lengths from 12’ to 40’.

• Economical, lightweight, and portable.

• Available in 24” or 28” wide perforated deck
walking surface with angle cleats for better
traction and added safety.

Features

• Constructed of 6000 series marine grade aluminum alloy
for durability.

• 2000 lbs. distributed load capacity.

• 24” wide aluminum deck plate features a slip-resistant
coating and aluminum angle cleats for better traction
and added safety. Curved tread models available.

• Available with 5-1/2” rollers on dock side, allowing for
variations in ship’s float.

Marine Gangways

Features

• Bowed truss construction affords a distributed load
capacity of 2000 lbs.

• Available in lengths from 20’ to 40’.

• Constructed of 6000 series marine grade aluminum
alloy for durability.

• 24” wide aluminum deck plate features a slip-resistant
coating and aluminum angle cleats for better traction
and added safety.

SGB

• Alco-Lite's super-heavy
duty marine gangways are
designed and manufactured to
meet the most demanding applications. 

Pre-Engineered Terminal Products

Also available in 28” widths

1-866 -433 -0027
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MODEL LENGTH WIDTH LBS.
MBL-06 6’ 191/16” 17
MBL-08 8’ 191/16” 23
MBL-10 10’ 191/16” 29
MBL-12 12’ 191/16” 35
MBL-14 14’ 191/16” 40
MBL-16 16’ 191/16” 46
MBL-18 18’ 191/16” 52
MBL-20 20’ 191/16” 58
MBL-22 22’ 191/16” 63
MBL-24 24’ 221/4” 69
MBL-26 26’ 221/4” 75
MBL-28 28’ 221/4” 81
MBL-30 30’ 221/4” 86

MODEL LENGTH WIDTH LBS.
DMBL-06 6’ 181/2” 21
DMBL-08 8’ 181/2” 28
DMBL-10 10’ 181/2” 35
DMBL-12 12’ 181/2” 42
DMBL-14 14’ 181/2” 49
DMBL-16 16’ 181/2” 56  
DMBL-18 18’ 181/2” 63
DMBL-20 20’ 181/2” 70
DMBL-22 22’ 181/2” 77
DMBL-24 24’ 237/8” 84
DMBL-26 26’ 237/8” 91
DMBL-28 28’ 237/8” 98
DMBL-30 30’ 237/8” 105
DMBL-32 32’ 237/8” 112
DMBL-34 34’ 237/8” 119
DMBL-36 36’ 237/8” 126
DMBL-38 38’ 237/8” 133
DMBL-40 40’ 237/8” 140

Features

• Available as a single rung model (MBL) or
double rung model (DMBL - as shown) with
or without handrails.

• All-aluminum construction is lightweight and
resists corrosion.

• 11/2” O.D. serrated rungs reduce slippage
hazards.

• Open truss construction reduces weight and
wind resistance.

• Heavy-duty swivel safety shoes with thick
rubber tread improve footing on many
surfaces.

• Heavy-duty 11/2” aluminum Tee extrusion rail
construction for greater strength and rigidity.

• Handrail models - handrails start 4’ from the
bottom of the ladder.

MBL & DMBL   Marine Ladders

• Designed for the most demanding marine
access applications.

Marine Ladders

Barge Access Equipment

Barge Access

• Fully adjustable manual
and automated ship
and barge access units
are custom designed to
fit existing docks and
jetties, allowing safe
access to ship and
barge decks at any
position and water level
.

Equipment for Demanding Applications

www.CoreTermina lProduc ts . com
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BOTTOM
MODEL HEIGHT WIDTH DEPTH PLATFORM WEIGHT
AML-03 3’ 25” 42” 20” x 20” 40 lbs.
AML-04 4’ 26” 50” 20” x 20” 50 lbs.
AML-05 5’ 27” 57” 20” x 20” 57 lbs.
AML-06 6’ 29” 65” 20” x 20” 64 lbs.
AML-07 7’ 30” 72” 20” x 20” 72 lbs.
AML-08 8’ 32” 79” 20” x 20” 77 lbs.
AML-09 9’ 33” 87” 20” x 20” 80 lbs.
AML-10 10’ 35” 94” 20” x 20” 87 lbs.
AML-11 11’ 36” 102” 20” x 20” 93 lbs.
AML-12 12’ 39” 109” 20” x 20” 101 lbs.
AML-14 14’ 44” 124” 20” x 20” 120 lbs.
AML-16 15’ 47” 139” 20” x 20” 138 lbs.

Aviation Maintenance Platforms

AML Series

• The AML is the standard by which
ground service ladders are
judged. Selected by most major
manufacturers and commercial
carriers for their quality and
durability.

Features

• Meets or exceeds all applicable OSHA
and/or ANSI standards.

• 11/2” angle feet standard.
• Primarily 6061-T6 marine grade alloy

construction.
• 20” x 20” ribbed extra-sturdy work platform.
• 5” rigid Tilt-n-Roll casters standard.
• Optional towing feature available.
• 1” square aluminum tubing handrail

available.

910H Series

• Double-Fronted Aluminum
Stepladders are designed for
access from either side or for use
by two people at one time.
The 910-H is the perfect solution
for heavy maintenance
applications.

BOTTOM
MODEL HEIGHT WIDTH DEPTH WEIGHT

900HAIR-03 3’ 21” 31” 20 lbs.
900HAIR-04 4’ 22” 38” 25 lbs.
900HAIR-05 5’ 23” 45” 30 lbs.
900HAIR-06 6’ 25” 53” 36 lbs.
900HAIR-07 7’ 26” 60” 41 lbs.
900HAIR-08 8’ 28” 68” 47 lbs.
900HAIR-09 9’ 29” 75” 53 lbs.
900HAIR-10 10’ 31” 82” 59 lbs.
900HAIR-11 11’ 32” 90” 65 lbs.
900HAIR-12 12’ 33” 97” 72 lbs.
900HAIR-13 13’ 35” 105” 76 lbs.
900HAIR-14 14’ 36” 112” 81 lbs.
900HAIR-15 15’ 38” 120” 86 lbs.
900HAIR-16 16’ 39” 127” 91 lbs.

Features

• Meets/exceeds OSHA and ANSI standard
A14.2 requirements for Type 1-A, 300 lb.
duty rating.

• Double-fronted to allow use on either side.
• Constructed primarily of 6061-T6 marine

grade alloy.
• 11/4” angle feet with heavy-duty skid

resistance pad.
• Tool holes in cap for added

convenience.
• All parts replaceable; ladder

can be repaired at your
facility.

• 5” Tilt-n-Roll casters.

Pre-Engineered Terminal Products

1-866 -433 -0027
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MODEL HEIGHT WIDTH WEIGHT

DI-08 8’ 28” 48 lbs.

Aviation Maintenance Ladders

DI-08   De-Icing Ladder

• Designed to meet FAR 121.629 papa. C, for
operation in de-icing conditions

Designed to facilitate the visual check for
wing icing on the MD Super 80 series.
Lightweight, yet rugged, the DI-80 ladder
provides fast, dependable access for your
inspection process.

Features

• Heavy-duty rubber bumper pads are
curved to rest on wing.

• Aluminum construction.

• Swivel safety shoes.

• Handle for easy carrying.

• 8’ height - to match up to MD-80 wing.

• Different sizes available to match other
models of aircraft.

ABL   Aviation Ladder

• This rigid, one-piece ladder is custom designed to easily fit into
avionics hatch openings of all Airbus-manufactured aircraft, allowing
quick and effortless entry and exit into this vital space.  Its 8' height
also makes it ideal for other maintenance and access applications
such as engine inlet inspections on Boeing 727 S-Duct and blades or
easy entry into the 727's cargo bay.

Features

• Meets/exceeds ANSI and OSHA standards.

• All-aluminum, channel rail construction for strength, durability and
light weight.

• Thick rubber bumpers to protect fuselage
and hatch from scratches.

• 11/4" slip-resistant rungs.

• Swivel type shoes.

• 300 lb. duty rating.

• Field repairable.

Aviation Ground Support Equipment

www.CoreTermina lProduc ts . com



Pre-Engineered Terminal Products

We offer Fall Prevention Equipment designed specifically
for the type of vehicle you need to access.

See Page 3 See Page 4

See Page 3 See Page 2

1-866-433-0027 www.CoreTerminalProducts.com




